Abstract: This paper validates a simulation model that couples an electrical model in Simulink with a hydrodynamic vortex-model by comparing with experimental data. The simulated system is a vertical axis current turbine connected to a permanent magnet synchronous generator in a direct drive configuration. Experiments of load and no load operation were conducted to calibrate the losses of the turbine, generator and electrical system. The power capture curve of the turbine has been simulated as well as the behaviour of a step response for a change in tip speed ratio. The simulated results agree well with experimental data except at low rotational speed where the accuracy of the calibration of the drag losses is reduced.
Introduction
Ocean energy is a field of growing interest when it comes to renewable energy thanks to its high density of energy per unit area, and to the high predictability. Waves and ocean currents conversion is being investigated through different concepts [1] . Hydrokinetic energy conversion implies use of the energy in free-flowing water for conversion to electric energy. There are many types of hydrokinetic conversion systems being investigated, from different turbine configurations to non-turbine systems [2] [3] [4] . Resource characterization, developing the power conversion technology and the design of arrays are some of the biggest areas to develop if marine current energy will become economically viable [5, 6] . Numerical modeling is often used to study marine current conversion. A full Computational Fluid Dynamics (CFD) model is computationally demanding for simulating the flow in and around turbines. Instead, other approaches to simplify model of the flow has been developed, and many of these models originate from wind turbine research that has been modified for water environment. The most commonly used models are the double multiple streamtube (DMST) [7] , vortex [8, 9] and Actuator Line Model (ALM) [10] . Since the goal of the energy conversion is to generate electricity, it could be a big advantage to have a simulation model that can simulate both the hydrodynamic behaviour as well as the electrical output. This paper presents a coupled model of an electrical system with an hydrodynamic free vortex model. The model is validated with experimental data.
The Marine Current Power project at Uppsala University is investigating the possibilities of using a Vertical Axis Current Turbine (VACT) connected to a Permanent Magnet Synchronous Generator (PMSG) in a direct drive configuration, see Figure 1 . The system has many similarities with a wind power system but one of the main differences is that the converter is rotating slower, subjecting the turbine and generator to a higher torque. A prototype turbine and generator has been deployed in the river Dal (Dalälven) in Söderfors, Sweden [11] . Water speeds in the river are usually in the interval of 0.4-1.5 m/s [12] . The output voltage and rotational speed of the generator can be controlled using an electrical system comprising a load control using a passive diode-bridge rectifier connected via a DC bus to a resistive dump load trough a switch, described in more detail in [13] . Using the coupled model, different discharge scenarios in the river can be simulated that cannot be tested at the experimental site. Control strategies and electrical systems can be optimized for maximum power capture and safe operation. 
The Söderfors Experimental Station
The experimental station has two acoustic doppler current profilers (ADCP), a turbine, a generator and a measurement cabin (housing control and measurement systems). The turbine and generator are placed approximately 800 m downstream of a conventional hydro power plant, at a depth of 7 m. The experimental station is fully described in [12, 14] .
The Turbine, the Generator and Load Control
The power in free-flowing water that reaches a turbine with cross-sectional area A is described by P water = 1 2 Aρv 3 where v is the water speed and ρ is the density of water. For a vertical axis turbine the projected area is the diameter of the turbine times the height. The fraction of power absorbed by the turbine is called power coefficient, C P , defined as C P = P turbine P water . C P is a function of the tip speed ratio (TSR or λ), i.e., the ratio of blade tip speed to undisturbed water speed, λ = ωr v , where ω is the angular speed of the turbine in rad/s and r the turbine radius in meters. The C P (λ)-curve for the turbine has been experimentally verified in [15] to have a maximum power coefficient at tip speed ratio 3.1 for a power coefficient of 0.26. The turbine parameters can be found in Table 1 .
Power for a rotating body can be described as P = ωT where T is torque. When the generator and turbine are rotating, the difference between torque delivered by the turbine, T t , and the electrocmagnetic torque, T e will determine the acceleration of the rotor, dω/dt, written as
where J is the inertia of the rotating body. The electrical torque can be influenced by changing the magnitude of the resistive load. For a given water speed and resistive load, the rotational speed of the turbine and generator will settle at some value, resulting in a T t and T e . This is called load control because the magnitude of the resistive load is used for changing λ and thus controlling the power capture of the turbine. For a Permanent Magnet Generator, the voltages of the generator are proportional to the rate of change of the magnetic flux established by the magnets, flux linkage, and to the rotational speed. For a slow-turning generator such as this one, the iron losses cannot be neglected as they can for the more common fast-turning generators. The efficiency of the generator was measured in [16] to be at least 80% in the range of 5-17 RPM. The parameters of the generator can be found in Table 1 . After assembly of the turbine and generator, the iron losses and the losses in the seals and the bearings were estimated to be 350 ± 10 Nm times the rotational speed, presented in [17] . 
Electrical Layout and Control System
An enclosure containing all electrical components is located in the measurement cabin, see Figure 2 . The entire system is controlled from LabVIEW using a CompactRIO and a FPGA module. The DC load operates at a switching frequency of 500 Hz and consists of a resistive load, a rectifier with a capacitor bank and an IGBT with a snubber circuit in parallel. The generator is connected to the measurement cabin by a three phase AC-power cable ∼200 m long with a resistance of 0.08 Ω/phase. The DC load components are explained in more detail in [13] . This section will give a summary of the load control. The Target DC voltage aims to keep the DC bus voltage within a user defined range using a P-regulator loop that uses the error of measured DC bus voltage minus set DC bus voltage as input. The loop has three states depending on the size of the error. If the error is negative, the duty cycle is set to 0%, which means it is operating without load, to accelerate the turbine. If the error is more than 5 V, the duty cycle is set to 100%, full load operation, to decelerate the turbine. In between 0 V and 5 V the loop enforces a linear relationship between error and duty cycle. Experimental results presented in [13] shows that the rotational speed can be set to operate with a variance of 4%. Further details of the control and measurement system can be found in [18] .
Water Speed Measurements
The ADCPs are placed about 15 m upstream and 15 m downstream of the turbine. The ADCP devices are Workhorse Sentinel 1200 kHz with an accuracy of 0.3% of the water speed. Measurements are taken every 3.6 s and give a velocity profile from one meter above the bottom of the river to one meter below the surface. Since the upstream ADCP is placed 15 m upstream from the turbine there will be a 10-15 s delay, depending on the water speed, between the measurement of the water speed and when water reaches the turbine. For this paper the speed of the water at the ADCP is assumed to remain constant until reaching the turbine. In reality, since the cross sectional area of the river increases downstream of the first ADCP, the water speed at the turbine will be a few percent lower. For all water speed measurements in the paper, the average water speed will be given. The variance in water speed was less than 1% of the mean for all measurements unless otherwise stated.
Coupling of the Electrical and the Hydrodynamic Vortex Model
The model of the electrical system is made in Simulink and the vortex model is imported to Simulink as a function with rotational speed and water speed as inputs, and gives the turbine torque as output.
Electrical Model in Simulink
The electrical system consists of Power Electronics components, which includes fast switching of devices to control voltages and currents. Such fast switching puts demands on the simulation to be able to compute continuous states at small time steps. When the measured voltage is far from the target voltage it leads to a long state of transition for many steps in the simulation. In this transitional phase the rotational speed and the voltages of the generator may be changing rapidly, to then change slower as they settle around the respective target values. The switching frequency will be much higher than that of any simulated big physical change in the system which leads to many consecutive steps of little change until the next switching state. This type of system is called a stiff system. The setup was modelled using Matlab SIMULINK TM because of its powergui blocks that have stiff solvers. Since the vortex code and the rest of the system updates at different time steps a variable step solver is best suited in order to maximize simulation speed and retain solver accuracy.
The Simulink model can be seen in Figure 3 . The rectifier is modelled as a three phase passive diode bridge and the switch is an IGBT with a snubber circuit, see parameters in Table 2 . The PWM duty cycle is determined by the size of the error described in Section 2.2.
The generator is modelled as a Permanent Magnet Synchronous Generator with a round rotor. It is a three phase machine with a sinusodial back electromotive force. The block is set to use torque as input and the outputs are three phase voltages and currents as well as rotational speed. The generator model does not account for the iron losses in the generator, and is instead included in the estimation of the losses related to the rotational speed, as discussed in Section 2.1. 
Hydrodynamic Vortex Model for Vertixal Axis Turbines
The hydrodynamic part of the simulation model is implemented using a two-dimensional free vortex method. The vortex method is a time dependent mesh-free method where the vorticity generated from the blades are used as the discretization variable. The method is designed for infinite domains with no external boundaries, which considering the width of the river at the current site should be considered a reasonable approximation. As the method already is well described in literature, only a brief summary of the method will be given here. For more general information regarding the vortex method, see e.g., reference [19] , and for a detailed description of the model implemented in the current work, see e.g., references [20] [21] [22] .
The vortex method is combined with a force model for the hydrodynamic forces to avoid having to solve the boundary layer flow of the blades, which is computationally demanding. Instead, the flow velocities are calculated at the blade positions. This gives the local Reynolds number and the local angle of attack for each blade, which can be used to calculate the forces. Due to the unsteady nature of the flow, as the angle of attack is constantly changing for vertical axis turbines, experimental data for lift and drag coefficients [23] are combined with a Leishman Beddoes type dynamic stall model for the force calculations, see references [21, 24] . The forces are used to determine the vorticity that is released from the blades, and with the current method, one vortex is released from each blade at each time step. The vortex propagation can be evaluated using the fast multipole method (the current implementation uses the CPU version of the code described in reference [25] ), which makes the evaluation time approximately linear with the number of vortices in the simulation.
The current vortex method has been validated for wind turbine applications in references [21, 22] . It can be noted that the accuracy of the force calculation model decreases as the angle of attack increases, which means that the accuracy of the simulation model can be expected to decrease for low tip speed ratios of the turbine, which correspond to high angles of attack.
As support arms and their attachments to the blades are not properly modelled in the two-dimensional vortex model, a correction model has been applied to account for these losses. By assuming that the drag force generated by these parts can be given by
where C D is the drag coefficient, V rel is the relative water speed to the blade and Ω is the rotational speed, one can approximate the torque as
where C is a constant. This constant will be experimentally determined by allowing the turbine to rotate without any load to determine its freespin velocity. The turbine is then simulated using this rotational velocity, and the constant has been adapted to make the simulation model give zero torque at the freespin velocity.
With the current implementation of the vortex method, it is possible to take much larger time steps for the hydrodynamics than for the electrical system, too small time steps should be avoided for the hydrodynamics to maintain reasonable computational speeds. To account for the difference in required time steps, the vortex method will use Heuns method for the time stepping, and for force evaluations between two time steps, the values are linearly interpolated between the value from the start of the time step, and the intermediate value in Heuns method, which is an approximation of the value at the end of the time step.
For each simulation the turbine will rotate at least 60 revolutions, around 500 s, in order for the vortex code to establish a wake. The hydrodynamic model is imported to Simulink as a function in a block. It receives the water speed and rotational speed of the turbine and returns the computed torque.
Calibrating the Simulation Model
Data from operation of the turbine and generator at the experimental site will be used to separately calibrate the generator and turbine models.
Calibration of Generator and Electrical System Losses
The generator model was implemented using the flux linkage, generator stator resistance and armature inductance from Table 1 . The output voltage of the generator was calibrated by comparing the simulated generator voltage at no load operation with the measured output voltage of the generator. The RMS Line-to-Line voltage from six 30 m experiments during 2014 at different water speeds was recorded. The experimental and simulation results can be seen in Figure 4 . The error between the measured and the simulated voltage was less than 1 %.
The model of the generator losses was calibrated using data from AC-load operation at the experimental site. Six load cases with resistive loads varying from 2.54 Ω to 13.0 Ω were carried out for 30 m each on the 20 and 21 January 2014 at around 1.3 m/s. The generator is given a fixed torque in the simulation that results in the same rotational speed for the generator as in the experiment. The simulated and measured power in the load is plotted in Figure 5a and the voltage over the load in Figure 5b . The simulations show good agreement except at the lowest rotational speed where the simulated power in the load is 2.2% lower and the simulated generator voltage 2.6% higher, showing that most probably the iron losses are overestimated at low rotational speed. 
Calibration of Drag Losses
Freespin operation data at the experimental site will be used to calibrate the drag losses in Equation (2) of the turbine using a one parameter study. As discussed in Section 2.1, the iron losses and the losses in the seals and the bearings are set to 350 Nm. The turbine at the experimental site was operated without load for 30 m on 4 March 2014 at 1.42 m/s that resulted in a rotational speed of 20.5 RPM. This water speed and rotational speed was used as input to the vortex simulation where drag losses of 1000 Nms 2 was shown to give zero torque from the turbine. The hydrodynamic, electrical and mechanical torque giving losses dependent on the rotational speed are therefore estimated to be 350 + 1000ω 2 Nm. The accuracy of the estimation of the drag losses will decrease the further away from this calibration point. The calibrated model of the turbine and generator was now simulated at free spin operation for a range of water speeds between 1 m/s and 1.5 m/s. The simulation is compared with experimental data recorded on 8 seperate occasions where the turbine operated for 30 m without load. The results are shown in Figure 6a ,b. The simulation is able to predict the rotational speed of the turbine at free-spin around the rated water speed of the turbine (1.35 m/s). The rotational speed is 0.8% lower than the experiment around 1.35 m/s and 15.9% higher at low water speed. λ is 0.9% lower around 1.35 m/s and 15.9% higher at low water speed. The difference in simulated and measured rotational speed at low water speed is explained by the loss of accuracy of the turbine calibration since these points are far away from the calibration point. At high water speed, there is a sudden drop in the measured rotational speed. The authors have no explanation for this behaviour other than something exterior affecting the performance of the turbine. Before each measurement at the experimental site, there is no possibility of a visual inspection of the status of the turbine. On some occasions, the turbine was showing some unexpected behaviour. For instance, it could be unusually difficult to start the turbine and not be able to free spin at water speeds where it can usually do so, for only the problems to disappear the next day at the same water speed. These occasions have been written off as something exterior temporarily affecting the turbine, but could not be verified since there is no visual inspection equipment available on site. This could explain the discrepancy of the two rotational speeds measured at just below 1.0 m/s. 
Validating the Simulation Model
Using the calibrated generator and turbine models from Section 4, the C P -curve for the turbine and step responses of DC-loads control can be simulated and compared with experimental results from the test site.
Simulations of the Power Capture of the Turbine
Experimental data at a range of water speeds and resistive AC-loads are in [15] used to investigate the performance of the turbine. In the study, the power produced by the turbine is estimated using the rotational speed of the turbine and by assuming that the power from the iron losses and mechanical losses in the generator are 180*ω plus the electrical power dissipated in the load. Hence the performance does not display only the hydrodynamic performance of the turbine. The results from the paper will be used to compare with the simulated C P -curve and referred to as the C P turbine . The power capture curve of the turbine for water speeds 1.1 m/s to 1.5 m/s and AC loads from 1 Ω to 9 Ω at steps of 1 Ω has been simulated. The simulation has been plotted together with the experimentally obtained fitted curve presented in [15] in Figure 7a . The experimentally measured efficiency of the total system, including all losses in the turbine and generator, is plotted in Figure 7b . The simulated C P turbine -curve shows good agreement with the experimental results. The power capture of the turbine increases as the water speed increases, because the Reynolds number increases that in turn reduces the drag losses. . Simulated and experimentally measured C P -curve: (a) C P turbine (including generator iron losses); (b) C P for the total system (including all mechanical and electrical losses).
Step Response of Change in Target DC Bus Voltage
The simulation model will also be evaluated on how well it can emulate the step response of the dc bus voltage and rotational speed for a change in λ. The torque output of the turbine will depend on the hydrodynamic model and the generator voltage and current will depend on the electrical model. The rise time and the overshoot will reveal how well the estimation of 3000 kgm 2 for the moment of inertia fits.
The experiment was carried out during 826 seconds of operation on 20 January 2014. The target value was changed with discrete steps and kept for a time period of at least one minute. The water speed interval of 1.1-1.25 m/s, seen in Figure 8a , and a DC bus voltage range of 75 V up to 180 V, seen in Figure 8b , covers operation in high and low λ and close to λ opt . At the lowest DC voltage setting, in the experiment, the turbine reached a too low TSR for the turbine to absorb power, so it stopped. That water speed is far away from the calibration point used to estimate the drag losses for the simulation, see Figure 6a , where the rotational speed is overestimated by the simulation so the TSR is high enough to absorb power. The first step response of the Target DC voltage and the rotational speed can be seen in Figure 9 .
λ is increased from 3.3 to 3.6 and the simulation and the experiment show good agreement. The second step response can be seen in Figure 10 where λ is decreased from 3.5 to 2.7. The simulated target DC voltage and the experiment shows good agreement, but the simulated rotational speed is lower. This is probably because the generator model overestimates the iron losses at low rotational speeds, causing more electrical power to be extracted from the generator. Taking a closer look at the rotational speed and the DC voltage during the two steps, in Figure 11 , it can be seen that the voltage reaches the set point value much faster than the rotational speed settles at the new operating point. When a higher target voltage is set, the DC control will disconnect the load causing the generator to accelerate. During the time the load is disconnected, there is no voltage drop over the transmission cable and the full generator voltage will reach the DC load control quickly charging the capacitor. When a lower target voltage is set, the voltage drop over the transmission line will be increased. The sixth step is a big change in tip speed ratio from λ = 2.2, passing λ opt , up to λ = 3.9, see Figure 12 . Since the no-load voltage of the generator is lower than the target DC voltage set point, the DC control has to wait for the generator to accelerate in order to produce a higher voltage. Once the desired target voltage has been reached, the control system needs to brake the accelerating generator. Both in the simulation and in the experiment, there is an overshoot in rotational speed. The capability of the control system to brake the generator once it reaches the set point depends on the maximum power the load can extract. In the experiment it took less time to reach the target voltage, seen in Figure 12a , which is probably a result of the simulation predicting a lower rotational speed at the start of the step, see Figure 12b . At a lower rotational speed the turbine is operating at a lower power capture, so it needs more time to absorb the energy needed to reach the set point. Moreover, since the turbine starts at a lower rotational speed and accelerates freely, it will have a higher dω/dt and requires more power to brake. This results in a bigger overshoot in the simulation. It has been shown in [26] that the forces on the turbine blades during runaway (overshoot related to lost control of the turbine) can be up to 2.7 times the forces during nominal operation. It is, therefore, of great importance that the control system can brake the turbine at high rotational speeds. By increasing the magnitude of the DC load the control system has a bigger load to brake the turbine with, and the overshoot could be reduced faster. However, controlling the rotational speed directly with a PI or PID regulator is a safer choice, since it can significantly reduce or completely remove the overshoot. 
Conclusions
A simulation model that couples the electric and hydrodynamic parts of a vertical axis marine current energy converter has been validated. The hydrodynamic model is calibrated using a one parameter study of the drag losses at the rated water speed of the turbine. Compared to experimental data, the simulation predicts a higher rotational speed at low water speeds. The electrical model is calibrated by comparing the efficiency of the generator to experimental data. The model overestimated the losses at low rotational speeds. The simulated power coefficient curve of the turbine agrees well with experimental data. The model has been shown to describe the behaviour of the turbine and generator for different water flow conditions by predicting the step response of the DC bus voltage and rotational speed for a change in λ. The simulation agrees overall well with experimental data except for a big change from low to high λ where the predicted rotational speed at the start of the step is lower causing the simulation to overestimate the rise time and overshoot. The ability of the DC voltage control system to brake the turbine depends on the size of the load available. Control of the turbine at high rotational speed is of great importance to ensure a safe operation of the turbine. Controlling the rotational speed directly with a PI or PID regulator instead of the DC voltage is a safer choice since it can remove the overshoot.
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